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Vy bakifrån / View from back

Spot placering i tak
/Spot placement in celing

Vy från sidan / View from side
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Monteringsskena / Mounting Rail

* Centrum monteringshål skena / Center mounting hole rail

81All dimensions in millimetres. Subject to changes. 

TIOMOS
1D linear mounting plates

32

1
1 2 3

Height adjustment 
+/-2 mm

Side adjustment 
+/-2 mm

Depth adjustment 
+3/-2 mm 

All adjustments can be carried out independently of 
each other.

ORDER INFORMATION

TIOMOS 1D LINEAR MOUNTING PLATE, 2-POINT FIXING

Description 20/32 Mounting 
plate height Colour Art. no.

• Steel
• Fixing with dia. 10 mm dowels
• With convenient height adjustment (HV) 

via worm screw
• Do not strike the mounting plate with 

a hammer

20 32

10
13 0

Nickel F059139706

Night F059139980

2
Nickel F059139707
Night F059149634

3 Nickel F059139708

TIOMOS 1D LINEAR MOUNTING PLATE, 2-POINT FIXING

Description 20/32 Mounting 
plate height Colour Art. no.

• Steel
• Fixing with pre-assembled Euro screws 

dia. 6.3 x 13.5 mm
• With convenient height adjustment (HV) 

via worm screw
• Do not strike the mounting plate with 

a hammer

20 32

5
12

0

Nickel

F059139711

2 F059139712

3 F059139713

TIOMOS 1D LINEAR MOUNTING PLATE, 2-POINT FIXING

Description 20/32 Mounting 
plate height Colour Art. no.

• Steel
• Fixing with wood screws
• Dia. 3.5 x 15 mm or dia. 6.3 x 13.5 mm 

with Euro screws
• With convenient height adjustment (HV) 

via worm screw

20 32

0
Nickel F059139701
Night F059139977

2
Nickel F059139702
Night F059139978

3
Nickel F059139703
Night F059139979

81All dimensions in millimetres. Subject to changes. 
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321
(+3/-2 mm) (+/-2 mm) (+/-2 mm)

Justering av upphängningsbeslag / 
Adjustment of mounting bracket

1. ÖVRE SKRUV I SKÅP 
Djupjustering 
(Används för djupjustering och att 
fästa skåpet mot väggen)
Bakåt 9 mm / Framåt 11 mm

2. UNDRE SKRUV I SKÅP
Höjdjustering +/- 7,5 mm

1. UPPER SCREW IN CABINET
Depth adjustment
(Used for depth regulation and for 
securing the cabinet to the wall)
Backwards 9 mm / Forwards 11 mm

2. LOWER SCREW IN CABINET
Height adjustment +/- 7,5 mm

145

11
30

90
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nUMBer Of HInges Per DOOr
Description
The decisive factors for the number of hinges are 
the door height, door weight, material quality and 
cup and mounting plate fastening.

The load and height values are for standard door 
widths of 600 mm. In case of doubt, the number 
of hinges must be determined by means of a trial 
fitting.

For example:
For a door with dimensions 2,000 x 600 mm and 
a weight of 13 kg, it is recommended to use 4 
hinges.

The table refers to hinges with and without integ-
rated damper.

2 3 4 5

6 10 17 22

900

1600

2000

2500

600 mm

kg

mm

TOOL-free DaMPer aDJUsTMenT
Light level Medium level (factory setting) Heavy level

Adjustment lever points
• towards cabinet wall

Suitable for:
• Small, lightweight doors

Adjustment lever points
• downwards with anti-clockwise application 

or upwards with clockwise application

Suitable for:
• Standard doors

Adjustment lever points
• inside the cabinet

Suitable for:
• Large, heavy doors

The damping capacity per hinge can be adjusted using the adjustment lever. Depending on the requirements, the damping capacity can therefore be reduced 
or increased very easily.

Vi rekommenderar att SKY monteras av två personer. Innan hål borras se 
till att det inte är några vattenledningar eller elledningar dolda i väggen. 
Alla mått är vägledande, exakta mått mäts på levererad produkt. 
Vi rekommenderar att alla produkter installeras av en behörig yrkesman. 
Miller Badrum tar inget ansvar för felaktiga/ej behöriga installationer. 
Måttangivelser i mm. Alla produkter ska inspekteras innan montering. 
Vi kan inte hållas ansvariga om en produkt är defekt efter eller genom 
inkorrekt montering.

We recommend that SKY is assembled by two people. Place them on 
a soft surface – be careful with the edges. Before drilling any holes, 
ensure there are no hidden water pipes or electrical cables in the wall. 
All measurements are for guidance only; exact dimensions should be 
taken from the delivered product. We recommend that all products are 
installed by a qualified professional. Miller From Sweden accepts no 
responsibility for incorrect or unauthorized installations. 
All measurements are in millimeters (mm). All products must be 
inspected prior to installation. We cannot be held responsible for any 
damage or defects caused after or due to incorrect installation.2025-01

Tak / Celing

Skruvhål / Screw

21
0

OBS vid montering dikt an tak - Minimum 210 från 
tak för justeringsmån “hela vägen upp till taket”

NOTE when mounted flush with the ceiling - 
Minimum 210 from ceiling for adjustment allowance 
“all the way up to the ceiling”

8

Features and Benefits
Tiomos

Features

•  Adjustable 3-tier Soft-close mechanism integrated and 
concealed in the hinge arm

•  Continuous, smooth closing action from the degree that the 
Soft-close is activated until the door is completely closed

•  Uniform closing action regardless of the door size, weight,  
or materials

•  Soft-close mechanism can be adjusted easily and without 
tools, even after doors are installed

•  Wide selection of hinges and specialty hinges cover all 
application needs

• Increased applications:
• Full overlay from 24 - 13.5mm
• Overlay from 19 - 11.5mm
• Half Overlay from 12.5 - 5mm
• Inset

3 Soft-close settings 
adjust to meet your individual  
Soft-close requirements.

Height adjustment  
is based on the worm screw principle 
that is continuous and self-locking.

Depth adjustment (+3/-2mm) 
is smooth and self-locking  
via worm screw.

Easy height adjustment (± 2mm) 
via hinge arm on baseplate

Side adjustment (±2mm) 
with overturn stop

Ergonomic clip 
release with audible locking

Integrated damper adjustment 
with 3 Soft-close settings. Adjustment  
system is concealed in the hinge arm.

Integrerad dämpnings justering
Integrated damper adjustment

Gångjärn montera/avmontera
Hinge mount/dismount 

1 2 3

Integrerad dämpnings justering / Integrated damper adjustment

Lägsta dämpning/
Lowest damper

Medel dämpning/
Medium damper

Högsta dämpning/
Maximum damping

Justera spegeldörrar / Adjusting the Mirror Doors

1

2


